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STARTING POINT FORMULATION 

BECKOPOX™ EP 386w/52WA

and BECKOCURE® EH 2270w/50WA

REC25003: two-component epoxy primer, grey 

 

 Weight Function Supplier 

Part A    

I Deionized water 9.95   

 ADDITOL® VXW 6208/60 1.90 dispersing additive allnex 

 ADDITOL® VXW 6393 0.39 defoamer allnex 

    

II Microtalc IT extra 5.03 filler Elementis 

 Kronos 2190 18.89 pigment Kronos 

 Plastorit 0000 5.89 filler Imerys 

 Bayferrox 3920 0.23 pigment Lanxess 

 Bayferrox 306 0.71 pigment Lanxess 

 Baryt EWO 4.09 filler Deutsche Baryt Industrie 

 Heucophos ZPO 4.09 anti-corrosion Heubach 

    

III Texanol Ester Alcohol 0.76 coalescent solvent Eastman 

 ADDITOL® VXW 6393 0.08 defoamer allnex 

 ADDITOL® VXW 6503 N 0.29 substrate wetting additive allnex 

 ADDITOL® VXW 6388 0.76 rheology control allnex 

    

IV BECKOPOX™ EP 386w/52WA 46.94 epoxy resin allnex 

 100.00   

Part B    

 BECKOCURE® EH 2270w/50WA 12.66 amine hardener allnex 

 Ref. IB 899/3a 

Processing 

Mix all components of part A-I in mentioned order. Add the components of part A-II in mentioned order and homogenize for 

3 – 10 minutes. Grind on a bead mill for approx. 30 minutes. Then add step by step part A-III and complete with part A-IV. 

 

Mix Part A and Part B shortly before application and adjust to the required viscosity with deionized water. 
 

Parameters calculated 

Mixing ratio Part A : Part B :  approx. 7.9 : 1 

Amine : epoxy crosslink ratio :  approx. 80 %  

Pigment : binder ratio :  approx. 1.3 : 1  

Pigment Volume Concentration :  approx. 28 %  

Solids content Part A :  approx. 65 % 

Solids content Part A + Part B :  approx. 64 %  

VOC content Part A + Part B :  approx. 89 g/l  (excluding water) 

 

Parameters measured 

Potlife :  approx. 5 hours 


